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Technical Manual

JBL LSR32 L,R
SPECIFICATIONS
ACOUSTIC & ELECTRICAL SPECIFICATIONS:
• Nominal Impedance: 4 ohm
• Power Capacity: 200W RMS IEC Noise
• Frequency Range: 60 Hz – 20 kHz (+1,–1.5 dB)
• Sensitivity: 93 dB/2.83V/1m (90 dB/1W/1m)
• Crossover Frequencies: 250 Hz – 2.2 kHz

SYSTEM COMPONENTS:
• Cabinet: (Not For Sale)
• Grille: N/A
• Low Frequency 300mm (12 in.) Cone

Transducer: Transducer (252G) 
DC Resistance: 4.4 ohm ± 10% Copper Wire

• Mid Range 125mm (5 in.) Cone 
Transducer: Transducer (C500G)
DC Resistance: 3.4 ohm ± 10% Copper Wire

• High Frequency 25mm (1 in.) Titanium Composite
Transducer: Diaphragm (053Ti)
DC Resistance: 3.5 ohm ± 10% Copper Wire

SYSTEM COMPONENTS: (cont’d)
• Crossover Network 129-30003-00

AURAL SWEEP TEST SPECIFICATIONS:
A. System Aural Sweep Test: 10.0V Input, 10 Hz to 1 kHz
B. System Aural Sweep Test: 3.0V Input, 1 kHz to 20 kHz
C. L.F. Aural Sweep Test: 12.0V Input, 10 Hz to 1 kHz
D. M.F. Aural Sweep Test: 5.0V Input, 100 Hz to 3 kHz
E. H.F. Aural Sweep Test: 2.0V Input, 1.5 kHz to 20 kHz

PHYSICAL SPECIFICATIONS:
• Enclosure Dimensions: 635mm x 394mm x 291mm D

(25.0 x 15.5 x 11.5 in. D)
• Shipping Weight: 47 lbs. (21.3 kg.)

WARRANTY INFORMATION:
• Refer to Warranty Statement packed with each product.

Warranty 59660
Owner’s Manual 981-00031-00

Filler (2)
991-00061-00

Packaging
322591-001

Carton
990-00051-00
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JBL LSR32 L,R
COMPONENT EXPLODED VIEW

T-Nut (4)
61861
10-32 

Speaker,
High Freq
053Ti
(123-10003-00X) 

Mount Plate
385-00030-11 (Left)
385-00030-10 (Right) 

Screw (6)
882-41110-12
6 x 3/4
PAN, PH, PB,

BLK ZINC

Logo
950-00028-00

Screw (4)
742-41310-06

Speaker,
Mid Freq 
C4RCENT500
(331366-001X)

Mid Driver
Compartment
391-00009-00

Screw (4)
804-01110-32
10-32 x 2 
FIL, PH,  BLK ZINC,
LCS

Note:
High/Mid Assy, 32L Left
226-00007-01
High/Mid Assy, 32R Right
226-00007-00 

Network,Ref

Enclosure
LSR32
380-90009-00
(Not For Sale)

Cable Assy
256-00050-00

Speaker, 
Low Freq 
252G
(124-22000-01X)
Cone Repl
C4R252

Grommet
880-00122-00

Network
129-30003-00

Port Flare
393-90001-00

Trim Ring
LSR32
382-00060-65

Insert Nut (8)
809-90004-00
8-32

Gasket 
360-20000-00

Gasket 
382-00086-00

SEE NOTE

Gasket 
360-04011-25

Screw (4)
742-41310-06

Screw, Hex
Socket Cap (8)
713-90000-08

Screw (4)
882-41110-12
6 x 3/4

PAN, PH, PB,
BLK, ZINC

Washer (8)
841-10100-

02
#6 EX
LOCK, CLR


